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Chemical & UV resistant
100% Algae resistant
Long-term durability

High bond strength on:
 - Marbelite
 - Concrete
 - Cement Plaster
 - Gunite
 - Fibreglass

Different shades of colour indicated for clarity only

3 - 4mm Penetration
(Typical on Marbelite surfaces)

Primer not required on Fibreglass

4-LAYER EPOXY SYSTEM
Specially developed and tested for swimming pools

Same-day application possible

Bond strength up to 400psi / 2.8N/mm2

Colours may appear di�erent under various environmental and lighting conditions

WHITELIGHT
BLUE

MIDNIGHT
BLUE

CHARCOALCORAL
BLUE

LIGHT
GREY

BLACKSANDSTONE

Colour Range
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A PRODUCT  OF  POOL SOLUT IONS EPOXY COAT INGS (PTY  L TD)

Contact us for friendly service

074 740 0010
reply@poolsolutions.co.za

072 603 8895



What is the difference between our two-part epoxy paint and a normal paint? 
In contrast with air-drying paints, it is during the chemical curing process of the two-part epoxy that special qualities are 
established. These special qualities set our product apart from normal singular-element paints or cement-based paints. 
or cement-based paints. 

The chemical reaction of our two-part epoxy creates strong “honeycomb" molecular structures that cannot be 
penetrated easily by other substances. Normal paint products absorb water over time and will start to break down in 
submerged conditions causing fast disintegration and peeling from the substrate.  This is why epoxy formulations are 
also used on the hulls of boats and ships.

*Lifespan is also dependent on the balanced conditions of the swimming 
pool water. Visit our website FAQ page or refer to the application instructions 
for recommended chemicals and the maintenance of the water conditions.

Since 1998, our swimming pool epoxy-coat system was tested 
and proven on thousands of swimming pools by DIY 
customers, our own installation teams and independent 
contractors. 

Our 4-layer epoxy system was specially researched and 
developed to offer durability in the chemical-rich, submerged 
conditions of the swimming pool environment.

Algae Resistant
No algae that can cause stains and pitting will grow on the pool surface anymore.

Chemical Resistant 
Resistant to acid, salts, chlorine and UV-radiation; your pool will look new and sparkling 
clean for many years to come.

Less Maintenance 
Due to the elimination of algae growing into the marble plaster, you don't need to 
scrub with strong chemicals anymore, also reducing the need for shock treatments. 
The application of an epoxy coat can reduce the use of chemicals by as much as 60%.

Cost Effective
A cost effective solution that is less expensive than re-marble plastering or new 
fiberglass linings.

Excellent Bonding 
Bonding strength of up to 400psi achieved with our specially developed undercoat; will 
penetrate the marble plaster or cement surface to a depth of up to 3 or 4 millimeters.

Rain-safe within 3-4 hours.
Early water-spot resistance means that even if it rains on the newly applied epoxy coat 
later in the day, the coating will not be damaged or suffer discolouring.

Also available in DIY packages
Our comprehensive step-by-step instructions will guide you to ensure success! Since 1998 we have perfected our 
methods to minimize the risk of failure. We offer full application services through our registered contractors network.

A PROVEN SYSTEM   
SINCE 1998


